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Agenda

A Asbestos in the UK
A Control of Asbestos Regulations 2012

A Desk study information
A Forthcoming AGS Guidance 2019
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Mavis Nye https://www.mesothelioma.uk.com/patientstories/mavis-nye/

Mavis and Ray met in 1957. Ray worked at Chatham dockyard in tHEOEDs
Asbestos insulation around the pipes, cables, boilers and engines was removed an
replaced during rdits. Walking in dust, dust on clothes and in hair was normal. Ray
took his overalls home for Mavis to wash. In 2009, nearly 50 years after significant
exposure to asbestos, Mavis was diagnosed with mesothelioma.

The first medical article on the hazards of asbestos
dust appeared in the British Medical Journal in 1924.

Most cases of mesothelioma develop >35 years after
first asbestos exposure, so almost all recent UK cases
are due to exposure before 1980 when asbestos was
still widely used.
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and is still rising above age 70. L
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On this day 20 years agoe

24" November 199% UK banned new import and use of all asbestos
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UK Imports v deaths
UK mesothelioma deaths

UK Imports of asbestos

175,000
tons/year
Chrysotile by
1970
3,400 deaths!/ year by
~5t0 6 2020
About 2000 deatksin 2010
About 1,000 deaths
for1997
1920 1940 1960 1980 2000 2020 2040
Year

6 Rest of Europe: https://www.who.int/bulletin/volumes/92/11/BLT-13-132118-table-T1.html

Ashestos-related
cancer deaths

Estimated deaths in selected
countries, for 2005:

Russia

10,400
us.

10,000
Germany

I 5,850

UK.

=== 4,400

Poland

Belgium
= 680 ©2010 MCT
Source: Intermatonal Labor
On ation, US. Centers for Disease
ontrol and Prevention, International
Consortum of investgative Jourmnalists
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Lawyers view

A

| asbestos lagger / asbestos sprayer or worked with large
amounts of asbestos then 1 year of constant exposure to
asbestos dust may be enough to cause asbestosis.

I If you were exposed to asbestos dust on and off for example
as a shipbuilder or construction worker then 5 to 10 years of
this exposure to asbestos dust may be enough to cause
asbestosis.

I Low amounts of exposure to asbestos dust does not cause
asbestosis.

I typical UK post-mortem of mesothelioma deaths 100 million
fibres in lungs; there are some fibres in all our lungs.
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https://www.asbestoslawpartnership.co.uk/

Control of Asbestos Regulations 2012

A From HSE website (http://www.hse.gov.uk/asbestos/regulations.htm): came into
force on 6 April 2012, updating previous asbestos regulations to take account of
the European Commission's view that the UK had not fully implemented the EU
Directive on exposure to asbestos (Directive 2009/148/EC).

A In practice the changes were fairly limited. They mean that some types of non-
licensed work with asbestos now have additional requirements, ie notification of
work, medical surveillance and record keeping. All other requirements remain
unchanged.

Type, condition of ACM

Work categories NLW, NNLW, LW
Medical surveillance

Record keeping

SALI and Control Limit
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CAR-SOIL industry guidance i_July 2016 ~
O&EI O OOA AU AT1 DAOA

gﬂ&g&ﬂ RO This authoritative document has been prepared with the support of the

A < Scilfix e & Health and Safety Executive and presents the definitive explanation of how
Tbsoin T FLI the legal requirements of the Control of Asbestos Regulations 2012 (CAR

s 2012 or the Regulations) have been interpreted to apply to work with asbestos

i contaminated soil and construction & demolition materials.

CAR-SOIL™

Control of Ashestos Regulations 2012

The guidance is underpinned by the fundamental requirements expressed in
Interpretation for Managing and Working the Regulations, in relation to the protection of employees from risks related to
with Asbestos in Soil and Construction

and Demolition Materials exposure to asbestos, but is set within a carefully considered framework
Industry guidance designed specifically for soil and C&D materials contaminated with asbestos.

In order to be more directly applicable to the risks associated from work on
soil and C&D materials contaminated with asbestos, the Regulations have
been interpreted in order to allow practical guidance to be produced that is fit
for purpose whilst allowing compliance to be demonstrated with the
overarching requirements set out in the Regulations.

AIRE
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Desk Study

Historic Landfill

Z

-
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Site Walkover
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AGS 1 Site Investigation Asbestos Risk Assessment In
preparation, publication expected 2019

WAGS

: Loss
Contaminated Land Safet_y Laborat_orles Prevention
Workind Grou Working Working Worki
J P Group Group orking
Group
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AGS T Site Investigation Asbestos Risk Assessment 2019

AThere remains the potential for asbestos-
containing materials or asbestos fibres to be
present within any Made Ground.

AGround investigation i trained, competent staff
with right experience and equipment for sampling
as asbestos is Non-Licensable Work provided
SALI and unlikely to exceed Control Limit.
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AGS 1 Site Investigation Asbestos Risk Assessment 2019
Pre-construction Information

Desk study

Historical maps

_ocal knowledge

A Buried service ducts?

A Infilled land / old ponds / raised ground?

A Greenfield / Brownfield / MOD
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Planned activities i potential to disturb asbestos?

ASite walkover

AGround Penetrating Radar survey
ASurveying fly-tipped waste
AHand-dug inspection pits
ATrial pits

ACable Percussion boreholes
ARotary boreholes

) vacobs
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Asbestos Work Categories

A Control of Asbestos Regulations 2012 categories of work:
ACAR not applicable

ANLW = Non Licensed Work

ANNLW = Notifiable Non Licensed Work

ALW = Licensed Work
_ACL:AIRE
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AGS 1 Site Investigation Asbestos Risk Assessment 2019

Uncontrolled-Made-Ground-present-(asbestos- Work-with-Asbestos
likely-to-be-present-and-disturbance-likely). CAR-2012-applies .y
Greenfield-(no-identified-asbestos-source) | CAR-2012-does-not-apply-|| gR q hh]'l on-Licensed-Work{
For-farm-landfills, -tracks, -gateways, -infilled-ponds- | (If-unexpected-suspected- 1 If-site work-does-notinclude-
which-may-contain-uncontrolled-made-ground-see- | asbestos-encountered-which- Short-Duration-work-with-licensable-asbestos.n | sampling-suspected-asbestos -
Scenario-3,-4-or-5.0 could-be-disturbed-see- May-require-Notification-of-
Scenario-4-or-5).u project-to-appropriate-enforcing-
authority-as-Notifiable-Non-
- Licensed-Work
Quality-Controlled-Made-Ground-present- CAR-2012-does-not-apply-||
(evidence-of-not-containing-asbestos-from- (If-unexpected-suspected-
laboratory-testing, -recycled-aggregate-test- asbestos-encountered-which- — _ _ :
certificates, -quality-procedures-etc).o could-be-disturbed-see- Sig nlflcanl-fnablg-or-Llcen sable-asbestos’- Work-with-As be_stos_ﬂ
s i0-4-0r-5).m expected-(e.g.-buried-bagged-asbestos-landfill).= CAR-2012-applies
cenario-4-or-5). Non-Licensed-Work if-SAL|-and-
Control-Limit-unlikely to-be-
Uncontrolled-Made-Ground-prekent-(asbestos- CAR-2012-does-not-apply-|| exceeded, -otherwise-
likely to-be-present-but-no-disturbance). = (If-unexpected-suspected- Licensable-Work-(Use-of LARC-
asbestos -encountered-which- Lﬁ;ﬁ?ﬁiﬁ;g <ueh
Could-b_e-dls’[urbed see ground-conditions-safely).=
Scenario-4-or-5).n

-
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Materials that may have been coating, or insulation

material:

A where they are degraded, heavily wetted and
mixed with solil, they no longer may easily be
described as being original form asbestos
coating or asbestos insulation.

In such situations, as more accurate description
for the mat eMatdeedGrouno ul d
contaminated with loose fibrous asbestos debriso

A ACM may be encountered in a clearly identifiable
Aoriginal formo such as
present.
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Excavation work
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